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RESEARCH MEMORANDUM 
OBSERVATION OF LAMINAR FLOW ON A BLUNTED 150 CONE-CYLINDER 
IN FREE FLIGHT AT HIGH REYNOLDS NUMBERS AND 
FREE-STREAM MACH NUMBERS TO 8.17 
By John H. Disher and Leonard Rabb 
SUMMARY 
A highly polished 150 included-angle cone-cylinder with hemispheri-
cal tip has been flown in order to obtain boundary-layer transition and 
heat-transfer data. The model was launched from a carrier airplane at 
an altitude of 47,500 feet and reached a maximum Mach number of 8.17 at 
an altitude of 37,500 feet. When at peak Mach number, laminar flowex-
isted at the most aft measuring stations on the cone and cylinder sur-
faces. The Reynolds numbers at these stations were 35.2xl06 and 
38.5Xl06 for the cone and cylinder, respectively. 
The results of this flight indicate the appreciable and favorable 
effect of tip bluntness in raising the allowable skin temperature for a 
given boundary-layer transition Reynolds number. 
INTRODUCTION 
The need for experimental data on heat transfer and boundary-layer 
transition at high Mach numbers is well recognized. Much of the needed 
data must be obtained by actual flight tests because existing ground 
facilities do not provide the combinations of high Mach number, high 
Reynolds number, and high total temperature which must be investigated. 
In earlier flight tests (refs. 1 to 3 ) ) heat-transfer and transi-
tion data were obtained on a sharp-pointed 200 cone - cylinder at Mach 
numbers up to 5.18. In order to extend the Mach number range of the 
investigation, a new research vehicle has been designed and one model 
has been flown. The vehicle was launched from a jet airplane at high 
altitude and was propelled to high Mach numbers by two stages of solid 
propellant rocket. Data on boundary- layer tranSition, heat transfer, 
and drag from this flight are herein presented. 
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A sketch o~ :t~e: mode~ is· ~;~ i~: f1~~ · l~·: TH~ model forebody 
consisted of a 150 included-angle cone with a 6-inch-diameter base. 
The tip of the cone was rounded to a 7/16-inch radius. The first 2 . 2 
inches of the forebody were solid SAE 1020 steel. Aft of this point, 
the cone skin was made of 0.062-inch (nominal) Inconel (actual skin 
thickness is indicated on fig. 1 for each station). The conical fore-
body was attached to an Inconel cylinder 42 inches long. The aft 10 
inches of the model formed a 90 50 1 half-angle flared skirt. The cylin-
der and flared skirt were formed of 1/32-inch (nominal) Inconel. Small 
wedge-shaped fins were attached to the flared skirt. These fins were 
fabricated from 1/32-inch Inconel, and the leading edges were cooled 
with internally inlaid solid-copper strips. The flared skirt was sup-
ported by a balsa-wood insert. The nose cone and instrumented portion 
of the cylinder (fig. 2) were highly polished to a surface finish of 
the order of 2 microinch rms. The aft portion of the cylinder and the 
flared skirt were chemically blackened to increase their emissivity and 
thus reduce peak skin temperature on these surfaces. The model carried 
3 pounds of brass ballast which was located immediately behind the solid 
steel tip. The weight of the model without booster was 80 . 2 pounds, and 
the center of gravity was 40.2 inches back from the model tip. 
The instrumentation carried within the model consisted of two axial 
accelerometers, two resistance-wire skin-temperature pickups, and four 
skin-temperature thermocouples. All temperature pickups were attached 
to the inner surface of the skin. One of the thermocouples and one of 
the resistance elements failed prior to launching. 
The location of the usable skin- temperature pickups and the ranges 
of all the instruments are shown in the following table: 
Quantity Location Range 
Axial acceleration 1 to -25 gls 
Axial acceleration o to 90 gls 
Skin temp. ~thermOCOUPlel Station 9.75 3000 to 16000 R Skin temp. thermocouple Station 14.45 3000 to 16000 R 
Skin temp. thermocouple Station 21.75 3000 to 16000 R 
Skin temp. (reSistance wire) Station 29.50 3000 to 15000 R 
The acceleration and resistance-wire temperature measurements were con-
tinuous while the thermocouple measurements were switched in such a man-
ner that each temperature was recorded at about 0.07-second intervals. 
The measurements were telemetered to a ground receiving station. The 
small solid Inconel fins visible in figure 1 served as the transmitting 
antenna. 
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The model waS: W~~~lLM :by <i.e 'l'W er Gckei; (too~t~r e at;·sembly and by a 
,. T55 rocket carriea: vii "lillin: th~ cy.1indreiecai . a ild: efl;"Y'':~ ~":ts of the model. .. ... .. ... . ... .. .. 4r.~. ~~ 
A photograph of the complete model and booster assembly is shown in fig-
ure 3. The booster structure consisted of an aluminum tube with a wall 
thickness of 1/16 inch and with cruciform aluminum fins mounted at the 
rear. The fins were 1/ 4 inch thick) with the leading edges tapered and 
rounded to a 1/16-inch radius. The booster rocket was maintained at a 
temperature of 1000 F prior to firing by an electric blanket mounted be-
tween the rocket and the booster shell. 
The booster assembly, which was locked to the model by a frangible 
disk coupling) was released upon firing of the T55 rocket. The weight 
of the booster and coupling assembly was 159 ~ounds. 
The vehicle was carried aloft on a F2H-2B airplane) as shown in 
figure 4) and was launched in level flight at an absolute altitude above 
sea level of 47)500 feet . The booster and sustainer rockets were fired 
at 5.4 and 11 seconds) respectively, after release by delay squibs which 
were energized as the model left the launcher. During rocket burning, 
the model was tracked from the ground by radar and phototheodolite equip-
ment. After rocket burnout) the model was not visible and was tracked 
only by radar. 
A detailed discussion of the calculation proc~dure used is given in 
reference 2. The velocity of the model for this flight was determined 
from radar measurements and by integrating the acceleration data. The 
altitude was determined from radar measurements; the variation of free-
stream static pressure and temperature with altitude was determined from 
a radiosonde survey made immediately following the flight. In calcula-
ting heat-transfer coefficients for stations 9.75 and 14.45) the temper-
ature gradient through the skin was accounted for. This effect was neg-
ligible for stations 21·.75 and 29.50 . Conduction along the skin was neg-
ligible in all cases. 
In reference 4 it is shown that tip bluntness lowers the Mach number 
and Reynolds number of an annulus of air about the body. If this annulus 
of low Reynolds number air is large enough to blanket the boundary layer) 
it is argued that the lower Reynolds number and Mach number determine the 
boundary-layer behavior. For comparison) the conditions outside the 
boundary layer at the various stations were calculated herein with and 
without the effects of tip bluntness considered. With bluntness effects 
neglected) the conditions are designated by subscript 00 and are re-
ferred to as "sharp-tip conditions"; calculations were based on the tab-
ulated values given in references 5 and 6 for sharp- tipped cone-cylinders. 
Blunt-tip conditions are designated by subscript 5; these conditions 
were calculated by assuming that a normal- shock total-pressure loss oc-
curs and that the surface static pressure at the temperature measuring 
stations is unaffected by bluntness. 
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The ReynolQ.~ : n~¢'~ - ~t: W~ ~~.i~ s"tat1~rr.:;e :WIi1'~ computed for 
both blunt- tip c1n~ s~-U_P: c.dnd:H i ol1& on : the: ba&H ~f actual surface 
distances from the stagnatl on poinr 01' the-modet .-- These distances are 
shown in the following table: 
Station Surface distance, 
in . 
9.75 10.1 (0.84 ft) 
14.45 14.84 (1.24 ft) 
20.00 20.48 (1. 71 ft) 
(Cone-cyl i nder shoulder) 
21. 75 22.21 ~1.85 ft) 
29 . 50 29.96 2.50 ft) 
The error in determing the free-stream Mach number MO f or t his 
flight is estimated to be within ±2~ percent of Mo or ±0 .10, whichever 
is greater; and the error in measuring skin temperature is estimated to 
be within ±2 percent of the full-scale range of the instrument or ±25° F. 
RESULTS AND DISCUSSION 
Free - Stream Conditions 
A time history of free - stream Mach number is presented in figure 5 . 
The model was launched at a free-stream Mach number of 0 . 67, fell freely 
until booster ignition at 5.4 seconds, and then accelerated to a maximum 
free - stream Mach number of 8.17 at 12 . 8 seconds after release. After 
rocket burnout, the model decelerated to a Mach number of 1.0 in about 
15 seconds; thereafter the Mach number was subsonic. Maximum accelera-
tion of 82 g t s and maximum deceleration of 22.4 gts occurred at 12.2 and 
14.5 seconds , respectively. 
A plot of absolute altitude above sea level against time is pre -
sented in figure 6 . The peak Mach number was reached at an altitude of 
37,500 feet, and the model reached sea level 61 seconds after release. 
The variation of free-stream static pressure with time is presented 
in figure 7, and the variation of free-stream Reynolds number per foot 
with time is presented in figure 8. At peak Mach number, the free-stream 
Reynolds number per foot was approximately 18X106. The maximum model 
Reynolds number was thus 108Xl06 based on a length of 71.7 inches. 
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A time history of the Mach number and the Reynolds number per foot 
outside the boundary layer at the temperature measuring stations is 
shown in figures 9 and 10) respectively. The Mach number for sharp-tip 
conditions Moo is shown in figure 9(a). The values for stations 21.75 
and 29 . 50 are higher than the free-stream values (fig. 5) because of the 
overexpansion around the cone -cylinder junction. The Mach numbers for 
blunt-tip conditions Mo are shown i n figure 9 (b) . The Mach numbers 
are} or course ) reduced appreciably because of bluntness) with the maxi-
mum value for station 21.75 reduced to 3 . 80. 
The Reynolds number per foot for sharp-tip conditions (Re ro per ft) 
is shown in figure 10(a ). The values at stations 21 . 75 and 29 . 50 are 
lower than the free - stream values (fig . 8 ) because of the overexpansion 
at the cone-cylinder junction . The maximum cone Reynolds number per 
foot was 28.4Xl06 ) resulting in a maximum cone Reynolds number of 
48. 5Xl06 based on a length of 20 . 48 i nches . The Reynolds number per 
foot for blunt-tip conditions (Reo per ft) is shown in figure lOeb ). 
With bluntness effects conSidered) the maximum Reynolds number per foot 
for the cone is reduced to 6 . 25Xl06 . The maximum number occurs at about 
22 seconds when the model has decelerated to a free - stream Mach number 
of 2 .3 . 
Drag 
A curve of the total drag coefficient for the sustainer stage (2nd 
stage) of the model is presented in figure 11 . The reference area is 
0 .196 square foot) which corresponds to the 6-inch- diameter cylinder. 
The drag was obtained from deceleration data during the coast period. 
The drag coefficient increased from about 0 .30 at Mo of 7.0 to about 
1.2 at Mo between 1. 5 and 1.2. The portion of the curve above Mo 
of about 7.0 is inaccurate due to the effects of rocket thrust decay. 
The relatively high drag coefficients are due to the large flared base. 
During acceleration) the total drag was appreciably lower because the 
rocket jet eliminated the base drag . 
Temperatures and Heat-Transfer Coefficients 
Time histories of the measured skin temperatures are shown in fig -
ure 12. Also presented are the free - stream total temperature) the adi-
abatic wall temperature f or laminar or turbulent flow) and the free-
stream static temperature . I n comparing the skin- temperature histories) 
it should be remembered that the skin thickness of the cylinder is half 
that of the cone . The t emperature at station 29 .50 is noted to undergo 
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an abrupt change ip.· ~l~e :at· :t-~.~ · ~et!vJla.~. T;li.~ .i~<4ciL~s t r ansition 
from laminar to t ut blll~t : fl~': .~e. ~h~e i tJ. s~opt! : i:> :Uor e apparent 
in figure 13, where· ,~e ·s!in 'e~p~tat~es ·at~· p~ott~a t~· a larger scale. 
Heat- transfer coefficients calculat ed from the temper ature - time 
curves are shown in figure 14 . Also shown are theor etical laminar and 
turbulent heat -transfer coefficients from r eferences 7 and 8, respec-
tively . For theoretical turbulent values, the stanton number was as-
sumed to equal 0 .6 times the fri ction coefficient . The theoretical and 
experimental values shown are for blunt - tip conditions . The effect of 
the flow expansion around the cone-cylinder junction on the theoretical 
laminar heat- transfer coefficients at stations 21 . 75 and 29.50 was cal-
culated by the method suggested in reference 9 . For turbulent flow, 
the theoretical values at stations 21.75 and 29.50 were based on flat-
plate values with the Reynolds number arbitrarily based on distance 
from the tip . 
The experimental heat - transfer coefficients vary smoothly with time 
until 19 .6 seconds for station 29 .50 and about 20 . 0 seconds for stations 
9 . 75) 14 . 45, and 21.75 . The abrupt rise of heat-transfer coefficient at 
these times is assumed to indicate transition from laminar to turbulent 
flow. Heat- transfer coefficients cannot be calculated with any degree 
of accuracy between about 20 and 23 seconds because of the very small 
difference between wall and recovery temperatures . Experimental values 
after 23 seconds are of turbulent magnitude . During the period between 
about 14 seconds and transition , the experimental values are appreciably 
higher than laminar theory) whereas prior to 14 seconds fair agreement 
exists. This may be partially explained by consider ing the effects of 
axial temperature gradients . The theoretical values shown are for zero 
temperature gradient along the model . This condition is approximately 
satisfied during the first 14 seconds. Later in the flight, an appre-
ciable temperature gradient exists along the shell . Correction to the 
theory for the temperature gr adient on the model would increase the 
theoretical values and thus would tend to produce closer agreement with 
experiment; however) inasmuch as the temperature distribution on the 
model forward of station 9.75 was not measured) quantitative temperature -
gradient effects can not be calculated . 
Transition Conditions 
Boundary- layer instability and boundary- layer transition are not 
synonymous; however, boundary- layer transition from laminar to turbulent 
flow may be a consequence of boundary- layer instability . Ther efore) a 
comparison of the measured transition conditions of this flight and the 
predictions of the stability theory is indicated . This comparison is 
made in figure 15. The theoretical solution shown is that of reference 
10 . Theory states that temperature ratios below the theoretical curve 
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Mach number of 4.0 oasea on three-dimensional disturbances (ref. 10). 
This solution indicates that stability for three-dimensional distur-
bances may be attainable at Reynolds numbers on the order of 1012 at a 
temperature ratio slightly less than that required for infinite stabil-
ity for two-dimensional disturbances . 
The data in figure 15 are presented for both sharp-tip and blunt -
tip conditions . If sharp-tip conditions are used, much of the laminar 
region of the trajectory lies outside t he theoretical stability curve. 
I f blunt-tip conditions are used, much of the laminar region of the 
flight lies within the theoretical stability curve. The favorable ef-
fect of blunt tip on the theoretical stability margin is most pronounced 
near the peak Mach number, where a theoretically unstable condition is 
transformed into a condition of substantial stability margin . For sharp-
tip conditions , laminar flow existed at Reynolds numbers greater than 
38.5X106 on the cylinder (station 29 . 50 ) and 35.2X106 on the cone ( sta-
tion 14.45) at a free - stream Mach number of 8.17 . Inasmuch as the bound-
ary layer was laminar at stations 14 . 45 and 21 . 75 for much of the flight, 
it is possible that the flow was laminar at station 20.00, the end of the 
cone. If this is assumed to be true, then it can be said that laminar 
flow existed at a Reynolds number greater than 48 . 6X106 (based on sharp-
tip conditions) at a free - str eam Mach number of 8 .17. The temperature 
ratios at maximum Reynolds number wer e 0 . 96 for the cone and 1.36 for 
the cylinder . 
When transition occurred at station 29.50, the Reynolds number 
( sharp-tip conditions ) was 27 . 5X106 , the local Mach number was 3.60, 
and the temperature ratio was 1 . 92. For stations 9 . 75, 14.45, and 
21 .75, the transition Reynolds number varied from 10.75X106 to 18.5Xl06 
while the local Mach number varied from 3 . 0 to 3.40. 
When the effects of blunting are included, the Reynolds numbers at 
transition are higher than the Reynolds numbers at peak free-stream Mach 
number ( see fig . lO eb) ) . The blunt - tip conditions at transition for 
station 29 . 50 were a local Mach number of 2.52, a local Reynolds number 
of 1l.lX106 , and a temperature ratio of 1 . 23. 
At station 21 .75 the Mach number at t r ansition is the same as for 
stat i on 29.50 and the Reynolds number is somewhat lower. However, the 
temperature ratio at station 21 . 75 is appreciably higher. This higher 
temperature ratio at transition is attributed to a stabilizing effect 
of the expansion at the cone-cylinder junction on the boundary layer in 
this region . Because of this strong pressure gradient, the transition 
conditions at station 21 . 75 can not validly be compared with the theory, 
which assumed zero pressure gradient . 
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For the cone (AtCit~O~s, .1.4 .4~ ~ anA 9. 15) tJle .tew:p~ra.t.ure ratios at 
transi tion are c~~a~le: wi& :t hat a£ ~tatioo ~:t . 7ii; 1n! t the Mach number 
.,. .. _ ~ __ .. · ··rfrL 4h • .... and Reynolds number- 6J{l . s€lIlle>«lat i €lwelt' • • . .t'!l~ t:\a.~o.l"tl nunbers, Mach num-
bers, and temperature ratios at which transition occurred are summarized 
in table I for the two methods of computation. Also shown are the values 
for these parameters at maximum free-stream Mach number. 
Figure 16 shows a comparison of the transition conditions of this 
flight with previously obtained flight data (ref. 3) and wind-tunnel re-
sults (ref. 11) for sharp-tipped models. Temperature ratio is plotted 
against Reynolds number at transition. 
It is apparent that better agreement with previous results is ob-
tained when blunt -tip conditions are used in the calculations for the 
present model. This implies that for the conditions of figure 16 the 
blunt properties are controlling and that for the same length of lami-
nar run the wall temperature with a blunt-tipped model could be higher 
than the wall temperature of a sharp-tipped model by a factor of t5/t~, 
where t is local static temperature. 
The theoretical stability solutions shown in figure 15 indicate an 
appreciable decrease in the temperature ratio for infinite stability 
with decreasing Mach number at Mach numbers less than about 4.00. How-
ever, in the previously obtained results (refs. 3 and 11) shown in fig-
ure 16, the value of temperature ratio at which the transition Reynolds 
number tends toward infinity was found to vary only slightly wi thin the 
local Mach number range from 2.68 to 3.92. For blunt-tip conditions, 
the present results cover a Mach number range from 2.15 to 2.52, and 
within the scatter of the data no Mach number effect is discernible. 
If the theoretical variation with Mach number of the allowable temper-
ature ratio for infinite boundary-lay~r stability were to be realized, 
the tip-bluntness effect on allowable wall temperature for a given 
length of laminar run would be altered appreciably . 
For the blunt-tip conditions, both transition points for the cone 
are at low Reynolds numbers, where the values of temperature ratio are 
higher than the asymptotic value. Only station 29 .50 with the transi-
tion Reynolds number of 11.lxl06 is on the flat part of the curve, and 
thus only the transition conditions for station 29.50 can be compared 
with stability theory. As noted previously (fig. 15(d)), the transi-
tion conditions for station 29.50 agreed closely with the theoretical 
infini te stabilit y boundary. The slight adverse pressure gradient at 
station 29.50 apparently has had no distinguishable effect on 
transition. 
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SUMMARY OF RESULTS 
A highly polished 150 included-angle cone-cylinder with hemispher-
ical tip has been flown to obtain boundary-layer transition data at high 
Mach numbers. The following results have been obtained: 
1. A maximum free -stream M3.ch number of S .17 and maximum local Reyn-
olds number on the cone of 4S .5X106 (based on sharp-tip conditions) were 
reached during the flight. 
2. Laminar flow existed at Reynolds numbers (based on sharp-tip 
conditions) greater than 35.2X106 on the cone and greater than 3S.5X106 
on the cylinder when the model was at peak M3.ch number. 
3. Transition from laminar to turbulent flow occurred for the most 
aft station on the cylinder when the model had decelerated to a free-
stream Mach number of 3.45 and the temperature ratio had risen to 1.92. 
The Reynolds number at this time was 27.5X106 . 
4. The results of this flight , when compared with previous results 
for a sharp-tipped model, indicated appreciable favorable effect of tip 
bluntness in raising the allowable skin temperature for a given boundary-
layer transition .r~~~I~~ber . 
5. When laminar flow existed on the model and when temperature gra-
dients along the model were small, the experimental heat-transfer data 
showed fair agreement with laminar theory. When appreciable temperature 
gradients existed, the experimental data were higher than the laminar 
theory. 
Lewis Flight Propulsion Laboratory 
National Advisory Committee for Aeronautics 
Cleveland, Ohio, August 1, 1956 
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TABLE I. - TRANSITION CONDITIONS AND CONDITIONS AT MAXIMUM FREE-STREAM MACH NUMBER 
\ 
Station I Mach number Reynolds number 
at at transition 
transition 
Sharp I Blunt Sharp I Blunt 
tip tip tip tip 
9 . 75 I 3 . 0 2 .15 10. 75X106 4 . 75X106 
14.45 I 3.0 2.15 15.9 7.0 
20 .00 --- ---- --------- --------
" > 
21.75 3.4 2.52 18.5 <~-8 . 4 
29 .50 3.60 2 . 52 27 .5 ' ~1.1 
aLaminar flow existed. 
bLaminar flow assumed to exist. 
Temperature Maximum Ma~ 
ratio at number .~ 
transition (a) ,< 
Sharp I Blunt Sharp I Blun-t; 
tip tip tip tip , 
2.35 1. 62 6 .85 2.87 
2.19 1.51 6.85 2.87 
---- ----
b6 . 85 b2 . 87 
2.40 1. 65 8.50 3.80 
1.92 1.26 8.38 3.78 
Reynolds number at Temperature 
maximum Mach number ratio at 
(a) maximum 
Sharp I Blunt 
Mach number 
tip tip Ca) 
Sharp Blunt 
tip tip 
23 . 9X106 2.03X106 1.00 0.25 
35.2 3.00 .96 .25 
b48.6 b4.14 
27.4 2.22 1.34 I .34 
38.5 3.25 1.36 I .35 
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Station, Actual skin 
in . thickness in. 
9 ·75 0 . 0591 
14 .45 . 0569 
21 ·75 . 0305 
29 . 50 . 0310 
Telemeter 
0.88 Diam . 
,. 29.50" ..j 
,. 71.70"-------------------
X Skin-temperature thermocouple 
• Skin-temperature resistance wire 
/CD- 5143! 
Figure 1. - Dimension s of model. 
_ ____ . Q)'i"r;~1W,,"--__ _ 
t-' 
N 
• •• 
• • 
• •••• 
• • 
• •• 
• 
• • 
• a 
• 
• 
• 
• 
• 
• .... .. 
• • • 
• • 
••••• 
~ (") 
:t> 
~ 
l:tj 
U1 
(J) 
Q 
N 
tN 
•• • •• • • • •• 
• • • • • • • • • 
• • • • • • • • • 
• • • • • ••• • 
•• • •• •• ••• • • •• 
NACA RM E56G23 
( 
H 
Q) 
+' § Q) S 
Q) Q) 
r-I +' Q) I=l 
8 III 
•• • ••• • .. . 
• • • • • 
• • •• • •• 
• • • • • 
•• • • • • • • 
•• 
• 
• 
• 
•• 
• 
• 
• 
C\J 
o 
~ 
~ 
I 
U 
13 
po, 
rO 
0 
P 
Q) 
H 
0 
IH 
rO 
Q) 
1j 
Q) 
e 
+' 
til 
I=l 
H 
C\J 
Q) 
H 
So 
·rl 
pr, 
•• ••• • ••• • •• •• 
• • • • • • • • 
• • .. • •• • • • 
• • • • • • • • ... .. 
14 
• • • 
• • • • • 
• • • • 
••• • • . .. .. 
• •• •• 
• • • 
•• • • 
• • • . .. 
NACA 
.q< 
o 
.q< 
o 
.q< 
I 
U 
RM E56G23 
•• • •• • • • •• •• • • •• • •• • •• 
· 
• • • • • • 
· 
• . • • • . • • 
• • • • • • • • • • • •• • • • • • 
• • • • • ••• • • • • • • • • 
•• • •• • • ••• • • • • •• • • • • •• •• 
NACA RM E56G23 15 
16 
o 
~ 
+> 
..... 
~ 
QJ 
<d 
:j 
+> 
oM 
+> 
r-l 
<I! 
1 n 
8 
6 
4 
2 
o 
50,000 
40,000 
30 , 000 
20 , 000 
10, 000 
o 
•• ••• • ••• • •• •• • • • ••• •• 
• • . • • • • • • • • • 
· 
• • • 
• • •• • •• • • • • • • • •• • • 
• • • • • • • • ••• • • • • • 
•• ••• • 
· · 
.. 
· 
• ••• .. ... 
NACA RM E5 6G23 
A 
II \ 
J \ 
/ 1\ ) \ I\. 
/ 
'" v ~ J I'.... 
V " ~ I-
/ 
4 8 12 16 20 24 28 
Time, sec 
Figure 5 . - Var iation of free - stream Mach number with time . 
r---~ 
\ 
\ 
\ 
~ 
\ 
~ 
"" '" "'l"- t-..... 
......... 
"''' """" 
'" 
10 20 30 40 50 60 70 
Time , sec 
Figure 6 . - Variation of a ltitude with time. I 
I 
J 
l 
[' 
r0 
I 
~ 
(.) 
--~--------------- --
NACA RM E56G23 
en 
~ 
p 
'H 
0' 
en 
........... 
~ 
"' 0 p., 
Q) 
H 
;::1 
CD 
en 
Q) 
H p., 
u 
.,-; 
+> 
aJ 
+> 
en 
~ 
Q) 
H 
+> 
en 
I 
Q) 
Q) 
H 
rx. 
8 
7 
6 
5 
4 
3 
2 
1 
o 4 
•• • • • • • 
• • • 
• • • • 
• • • 
•• 
• • • 
• • 
• • 
•• ••• 
/ 
~ v 
--
• •• • •••••• • • •• • 
• • • 
•• • 
••• • 
• • •• 
• • • 
• • • • 
• • • 
•• • • 
v 
/ 
/ 
/ 
/ 
/ 
/ 
•• •• 
••• •• 
• • • • 
••• • • • 
1/ 
/ 
/ 
8 12 16 20 24 
Time, sec 
v 
/' 
Fi gure 7 . - Var iation of free-s t ream sta t i c pressure with time. 
17 
./ 
28 
18 
+> 
0 
0 
lH 
H 
il) 
p.. 
H 
il) ] 
p 
Ul 
'{j 
r-l 
0 
P 
:>, 
il) 
~ 
•• ••• • ••• • •• •• • • • ••• • • 
• • • • • • • • • • • • • • • 
• • •• • •• • • . • • 
· 
• • 
• • • • • • • ••• • • • • .. • • •• 
NACA RM E56G23 
20Xl 6 0 
16 
12 
8 
4 
o 
( ~ 
II ~ 
I 
'" I \ \ 
I \ 
V 
'" / ~ I'---
/ 
" 
v 
4 8 12 16 
Time, sec 
20 24 
Figure 8 . - Variat i on of fr ee -s tream Reynolds number per 
f oot with t i me . 
28 
NACA 
8 
~ 
RM E56G23 
10 
8 
6 
4 
2 
o 
4 
•• •• • • • • •• • • • .. .. • •• • • • 
• • • • • • • • • • • • • • • • 
• • •• • • • • • • • •• • •• • • 
• • • • • ••• • • • • • • • • . ~ ••• •• ••• • • • • •• • • • • • • • • 
K.\ 
~ ~ Stlatio~ ~ 
1 ,,,,,,- '\ v ~9.501 ~9.75 ~nd l4.45 
/1 "< 
~ \~ v- 21. 75 
~/ ~, '\ ~ I~ ) '\. 
/) /V V ~ 
~ ~ 
lI' 
.~ 
,// 
,I; 
'! 
8 
~ 
"'~ ~ ~ ~ 
(a) Sharp - t ip conditions . 
V'I\ Station I 21. 75 
0 i ~ ~ 29 . 50 ~ 9 . 75 a~d 14 . 45 
V ....-~ 
V 
12 
~ ,-} ~, 
... '" ~ 
16 
Time, sec 
20 
" 
(b) Blunt - tip conditions . 
~ :-~ 
~ 
24 
r-.. 
19 
28 
Figure 9 . - Variation of Mach number outside boundary layer 
with time . 
20 
+J 
0 28 0 
'H 
H 
Q) 
~ 
8 
Q) 
p::; 24 
... 
til 
s:! 
0 
.~ 
+J 
.~ 
'd 20 s:! 
0 
CJ 
~ 
.~ 
+J 
I 
~ 
~ 16 
..c: 
til 
H 
0 
'H 
+J 12 0 
0 
'H 
H 
Q) 
~ 
H 
Q) 8 ] 
s:! 
til 
'd 
M 
0 4 s:! 
» 
Q) 
p::; 
o 
•• 
• • 
• • 
.. • 
• • 
4 
• •• • •• • • . .. • • .. • • • •• •• 
• • • .. • • • • • • • • • • 
•• • •• • • • • • • • • • • • 
• • .. • • • ••• • • • • • 
••• • • • •• .. 
· 
• ... •• . .. ~ . 
NAeA RM E56G23 
"-
\ 
J f\ 
I ~ , 
\ 
~ 
\ 
\ 
\ , 
r\ Station I I 
I 
F-
\]9 . 75 and 14.45 , ~ I I I V- 21 . 75 I I 
II ~~ ~ V- 29 . 50 I " ~ j/ '~ \ ~ 
1// .~ [\ 
/[/ .~~ 
/J 
~ I' 
./ 
8 12 16 
Time, sec 
20 
(a) Sharp - tip conditions. 
'~ 
'--
24 28 
Figure 10 . - Variation of Reynolds number outside boundary 
layer with time . 
NACA RM 
co 
~ ... 
~ Ul s= 
0 
.~ 
.p 
.~ 
rcJ 
s= 
0 
() 
p., 
.~ 
.p 
I 
.p 
s= 
;j 
r-l+J 
P 0 
0 
HG-i 
0 
G-i H 
Q) 
.p p., 
0 
0 cIJ G-i Q) p:; 
H 
Q) 
p., 
H 
Q) 
~ 
s= 
Ul 
rcJ 
r-l 
0 
s= 
~ Q) 
p:; 
• • • •• •• • ••• • ••• 
•• 
•• ••• • • • • • • • • • • • • • • • • • • • •• • •• • • • • •• • • • • • • • • • • • 
· 
• • • ••• • • 
•• ••• • • •• •• • • • 
... •• 
•• 
E56G23 21 
6 
5 
4 
3 
2 
1 
~-
r ~ 
r 
4 8 
," 
Station /; I I 9.75 and 14.45-, 
29 .~0~ V 1/ 21.75~ 
/~ VI ~ 
/ /;' 
II ~I I 
/ f 
/ WI 
I~ ~/ 
"-f.../ } 
..... ) 'I 
\ ~ ~ 
') V 
12 16 
Time, sec 
20 
(b) Blunt-tip conditions. 
~ , 
~\ 
'\ 
~ , 
24 28 
Figure 10. - Concluded . Variation of Reynolds number outside 
boundary layer with time. 
1.4 
1.2 
1.0 
+-' 
P 
(!) 
·rl 
() 
.8 ·rl 
'H 
'H 
(!) 
a 
() 
tJIJ 
al 
~ .6 
rl 
al 
+-' 
a 
8 
. 4 
• 2 
o 1 2 3 4 5 6 7 8 9 
Free-stream Mach number, MO 
Figure 11. - Variation of total drag coefficient for sus t ainer stage with Mach number . 
Reference area, 0.196 square foot. 
81'01' 
N 
N 
~ 
&; 
~ 
t:<:I 
CJl 
m 
Q 
N 
~ 
••• 
•••• • 
• 
• • 
••••• 
••••• 
• 
• • 
••••• 
••••• 
• • 
• • 
• 
· . 
• •• 
• • 
•••• 
• • 
•••• 
• 
• 
••••• 
• 
• 
••• 
• 
• •• 
••••• 
••• 
• • 
••••• 
NACA 
g:. 
Q) 
H 
:oj 
+' 
al 
H 
Q) 
P< 
S 
Q) 
E-< 
RM E56G23 
5000 
4600 
4200 
3800 
3400 
3000 
2600 
2200 
1800 
1400 
1000 
600 
200 
4 
• • 
• • 
• • 
• • 
• • 
/ 
Ii 
~I 
j 
f' 
8 
••• • • • • • •• 
••• . 
... • • 
• • • • • • • • • 
• • • • • 
• • • • 
• • • 
• • • • • 
Temperature 
A 
Free-stream total 
- - - - Adiabatic wall 
---- Free-stream static 
\ 0 Skin 
\ 
~ \ 
" , \ 
I \ ~ 
I \ 
I \ \ 
I! \ 
I \ \ 
" \ , 
I \ 
I \ \ 
, \ , , 
\1-\ , 
\\ 
, \ 
\ \ 
/1 \\ 
/1 ~\ I Laminar-
.l l~ 
Turbulent-.......:l\ 
# ~ '~ COo; COn 
..$~- ~ -vq 00 ~ 
" 0 "'~ 
n ~ fp0 ----pP -
-
-
12 16 
Time, sec 
20 24 28 
(a) Stati on 9 . 75 . 
Figure 12 . - Variati on of temperatures with t ime . 
23 
24 
po; 
0 
.; 
8 
..., 
al 
H 
~ 
S 
Q) 
E-< 
•• ••• • ••• • 
• • • • • • 
• • •• • 
• • .. ... 
5000 
4600 
4200 
3800 
3400 
3000 
2600 
2200 
1800 
/J 
iJl 
I 
~ 1400 
i l II 
/ 
1000 
/J 
I' 600 
200 4 8 
•• 
• 
I 
, 
I 
I 
•• • 
• • • 
• • 
~ 
\ 
\ 
It \ 
,.\ 
• 
• 
• • ••• •• 
• • • 
• • . . 
•• 
NACA RM E56G23 
Temperature 
Free-stream t otal 
- - - - Adiabatic wal l 
---- Free-stream stat i c 
0 Ski n 
, \ 
.! \ 1\ 
, I \ , \ 
I \ 
\ \ 
\ \ 
\ \ 
, 
\ \ 
\ 
'.\ 
\\ 
\ 
\ \ 
1\\ 
Laminar ~\ 
'l,\ 
Turbulent-~ 
, 
'"V( h-
d ~ \~ 
."'UC 1OQ:x: 
n' ~ 
_0 ,~ Jf ~ 09- ---.-
12 16 
Time, sec 
(b) Station 14 . 45 . 
20 24 28 
Figure 12 . - Continued . Variation of temperatur es with time . 
•• ••• • 
• • • 
• • •• 
• • • 
•• 
NACA RM E56G23 
5000 
4600 
4200 
3800 
3400 
I 
1=%. . 
3000 
g:. 
~ 
III 2600 8 
..., 
oj 
s-. 
III 
~ 
III 
E-< 2200 
1800 
I! 
I, 
, 
] 1400 
f/ 
W 1000 
j 
I' 600 
-
200 
4 8 
• •• •• ••• • 
••• • • 
• • • • • • • • • • 
• • • • 
•• • • 
• • • • • 
• ••• • • 
Temperature 
~ 
Free-stream tota l 
- - - - Adiabatic wall 
- - - Free-stream s t ati c \ 0 Skin 
\ 
~ \ 
\ 
I \ 
, \ \ 
, \ \ 
, \ 
, 
\ , 
II \ \ 
\ \ 
, \ \ 
I , \ !\ 
I \ \ 
I 
I 
I 
\\ 
\\ 
\ 
\ \ 
\ 
Laminar -\\ 
'I l\ 
Turbul ent-f-\\. 
bcjP p.Y '~ 
ocP 
l6 
kPP 
-
12 16 
Time , sec 
20 
(c) Station 21 . 75 . 
~ 
"It"\,.,. 
~ ruoacb 
,~ 
~ 
--
-
24 28 
with time. 
25 
26 
If 
~ 
Q) 
S 
...., 
al 
H 
Q) 
~ 
Q) 
E-< 
•• 
• • 
• • 
• • .. 
5000 
4600 
4200 
3800 
3400 
3000 
2600 
2200 
1800 
1400 
1000 
600 
200 
4 
••• • ••• 
• • • 
•• 
• ... 
h 
f' 
VI 
/; 
VI 
8 
• •• •• • • • 
• 
Ii 
II I 
I 
-
••• • • • • • • • • • •• • • 
• 
· •• NACA 
Temperature 
A 
Free - stream total 
- - - - Adiabatic wall 
--- Free-s tream static \ 0 Skin 
\ 
~ \ 
~i 
I \ 1\ , \ 
II I 
, \ \ 
11 \ I 
\ \ 
\ \ 
, \ \ 
I 
~J-c9 
12 
\ 
\ 1\ 
\ \ 
\\ 
\\ 
\ 
\ \ 
\ 
Laminar ~\ 
'I l\ 
I ~\ Turbulent-
\~ 
~
l# 'f:P""' 
-
16 
Time, sec 
20 
(d) Station 29 . 50. 
~ 
,~ .'" r{)Qo ~ 
~ 
24 28 
RM 
Figure 12 . - Concluded . Variation of temperatures with time . 
E56G23 
J 
~ ( 
J 
tf 
W 
9 
+' 
cO 
H 
& 
s 
Q) 
+' 
C 
.r< 
~ 
CIJ 
CM-4 b~ck v~~r-----~----------~----~ 
1200 
1100 
1000 
900 
800 
700 
600 
500 
000 IP 0 [] D a St a t i on 
o 0 lP 0 9 . 75 
o u l:J. 14 . 45 
In A ~~ l:J. A l:J A <> 21. 75 
o A DO 29 . 50 
• . ..... l:J. I ~ ~ ~~_ ~ _<>v' <>,' 0 1 
b A ~<><f;Y v A I ~ c I> A [ --I 
o A ., <> <> 'A 0 ~ <>., A 
6 
o l:J. "" <> 
- <> 
OA <> ..:IP'" 'q 0 .> ~ > ,o)n6" 'D n --
l:J. <> 00 ~ ~ 0 
A <> bO 0 
b ~ " 0 o 0 ~ 
~ I ~O 
o Q<> 
Ok>"V' 
nA~' I~~~ -
I I I I I I I -I q 00100 q> 0 00 0 ~ 8o,)K)v _~ __ ~ __ .~I __ ~I,-_~I~,-_I~~ __ ~ __ ~~-=~==r==l==~==t- --J I I I 400 6 8 10 12 14 16 20 22 26 28 18 
Ti me, sec 
24 30 
Figure 13 . - Variation of skin temperatures with time . 
~ 
o 
:x:-
~ 
t.".l 
t1l 
(Jl 
Q 
[\) 
().l 
[\) 
-.J 
... -. 
• • 
• •• 
••• • • 
• •• 
• • 
•• • 
• 
• 
••• 
• 
• • 
• • 
• 
· .. . .. 
•• • • 
.. .. .. 
• • 
• 
••••• 
••••• 
• • • 
• • 
•• ••• 
• • 
•• • 
•• •••• 
•• •• .. . ... 
•• •• 
• • ••• • 
•• 
• 
•• • • • 
• 
• 
••• •• 
• • • • 
•• • • 
• • • 
••• •• 
28 NACA RM E56G23 
.;..> 
'H 
.08 
.04 
o 
~ 
booo<: 
V 
./ 
---
~"Oo'}. 
.-. '-"'~!li ' .; --:'" 
-
0 Experimenta l 
. 
Theoretical turbulent (ref. 8) 
- - - - - Theoretical laminar (ref . 7) 
r--~ ~ k 
..... 
--- 1---
--- -- I-
-
. -
(a) Station 9 . 75 . 
g 0 QgQcgcQQQ9~=-l-__ -1 ____ 1-~:l::~1:~:i~~t-__ J 
-...... E (b) Station 14.45 . 
P'1 
~ 
.;..> 
o 
Q) 
..-l 
() 
..-l 
'H 
'H 
Q) 
. 04 
3 . 02 
H 
Q) 
'H 
Ul 
o 
a! 
H 
.;..> 
I 
.;..> 
a! 
Q) 
::r: 
o 
. 04 
. 02 
.---
,..... 
-
p 
~, 
~ ~ 
--- rE!!:.~ ""CJfJ: Poo :r¢J ~-- f-_Q --
(c) Station 21.75 • 
~ I.--- ~b 
---
..rO{;~ .-...;: r_ 
12 16 20 
Time, sec 
(d) Station 29 . 50 . 
--
0 
0 
0 
0 
0 
-
I-
24 28 
Figure 14 . - Variation of hea t-transfer coefficient with time . 
Blunt - tip conditions. 
MeA 
Q) 
!-< 
::l 
+-' 
al 
!-< 
Q) 
!f Q) 
+-' 
~ 
Q) 
!-< 
+-' 
rn 
.--I 
al 
() 
0 
.--I 
0 
+-' 
.--I 
.--I 
al ) 
'H 
0 
0 
-rl 
+-' 
al p:; 
• • • •• 
· 
... • ... •• 
•• ••• 
. • 
• • • • • • • • • • • • • • • • • • • • • • • • 
.. • 
• • •• • • • • • • • • • • ••• • • • • • •• •• • • • • • • •• •• 
, 
, . 
RM E56G23 ' ~~'f~ . 29 
0 Blunt-tip condi tions 
0 Sharp-tip conditions 
Theoretical stability solution 
for two-dimensional disturb-
ances (ref. 10) 
• Theoretical stability solution for three-dimensional dis-
2.4 
turbances (ref. 10) 
Transition Tailed symbols indicate turbulent 
Re aD = 10 . 75 X106 l boundary layer 
tJ:lC UU, ~ Ib:tt 
~ pi ~ 
2.0 
1. 6 
u.:::£ fq ~rr .}'~ A,.. 
~ Transition .... r:; ~ ) r 
I / Reo = 4.75 Xl06 -q ~ -...... .......... IQ 
~ /' ....... 
" 
""0 ~~ [ 
1.2 
V1 
"" 
U o Increasing time / ,.. 0.., , 
/ ,J -~ \ ~ .JL r ~ 
.8 
.4 
/ , ~ ~ ..J U ""~L. ~ ~ LRe = 23.9 xl06 
/ \ ~ \ ~ 0 
'/ ~ 
~ Increasing time \ ~~ ~ \ 
~ \ 
~Reo = 2.03xl06 \ I I 
o 1 5 7 8 2 3 6 4 
Local Mach number 
(a) Station 9 . 75 . 
Figure 15. - Variation of ratio of wall to local stream temperature 
with Mach number. Re~, Reynolds number for sharp-tip conditions; 
Reo' Reynolds number for blunt-tip conditions. 
30 
2.4 
<IJ 2.0 ~ 
~ 
..., 
as 
~ 
& 
s 
<IJ 
..., 1.6 
~ 
<IJ 
~ 
..., 
CJl 
H 1.2 as 
tJ 
0 
H 
0 
..., 
H 
.8 H 
as ;. 
'+-< 0 
0 
...-l 
..., 
.4 as 
~ 
o 
•• ••• • 
• • • • 
· 
• •• • 
• • • • 
•• ••• • 
... 
· 
•• • • • • • • •• •• • • • • • • • • • • • •• • • • • • • •• • • • • • • •• • • • • • • • • .. .. 
· · 
... . .. 
NACA RM E56G23 
0 Blunt-tip conditions 
0 Sharp-tip conditions 
Theoretical stability solution 
for two-dimensional disturb-
• 
ances (ref. 10) 
Theoretical stability solution 
for three-dimensional dis-
turbances (ref. 10) 
Tailed symbols indicate turbulent 
boundary layer 
Transition 
II Re... = 15.9x106 
eM ~..l ~ 
~ ~U'" rurt ~ l... b-... 
~ :t L.Lt\: LTransition ~ 
~ V Reo = ~6 ~~ 
--I'--.... \/ V ~~ "1'< roo '0 
Ft ",I 1010 / o~ Increasing time -/ ~ f\'t: R:I~ ~ ::..... 
I r\ ~~ u 0 P 0 0"" ~~ I <o~ IV I \ Re~ = 35.2 x106 0 Q 
I 
'tc ~~ I ncreasing time \ 1\ I\. 
~ \ 
'-~ Reo = 3.00X106 \ 1 I 
1 2 3 4 5 6 7 8 
Local Mach number 
(b) Station 14 . 45 . 
Figure 15 . - Continued . Variation of ratio of wall to local stream 
temperature with Mach number. Re~, Reynolds number for sharp-tip 
conditions; Reo , Reynolds number for blunt-t ip conditi ons. 
• • 
.. .. • ... 
· 
.. . •• 
•• ••• • • • • • • • • • • • • • • • • • • • • • • 
• • • • • • • • • • • • • 
• • • 
· 
• • • .. 
•• ••• 
NAeA RM E56G23 31 
Q) 
8 
.j.J 
al 
H 
Q) 
P< 
S 
Q) 
.j.J 
a 
Q) 
H 
.j.J 
rn 
r-I 
al 
tJ 
0 
r-I 
0 
.., 
r-I 
r-I 
al 
~ 
..... 
0 
0 
'M 
.j.J 
al po; 
0 Blunt - tip conditions 
0 Sharp-tip conditions 
Theoretical stability solution 
for two-dimensional disturb-
ances (ref. 10) 
• Theoretical stability solution for three-dimensional dis-
2.4 
Transition turbances (ref. 10) 
Re.. = 18.5xl06 - Tailed symbols indicate turbulent 
.L boundary layer 
l,J,rf: pu 
n-.... 
....... ~Cb:J PO .... 
,...... Pd 
-I 
DoC 
\ / Transi tion -DO bn Reo = 8.4xl06 
~ 'i u J 0 Increasing time ~ ............ ~ -
........... 0 
~ 
" 
1"'0 0> ~ 0 
2 . 0 
1.6 
/ 
V \ h nnl hn OC [jJ 0 ~ C 0 0 p c3 ~ ..... 
~ I~[- f\ Re - 27 . 4xl06 ~ b- OD 
1.2 
/ 
" 
~ \ bI.. 
I 
" 
J Increasing t ime \ . 8 , 1°0 ~\ \ ~C 
~ I--Re5 = 2.22xl06 \ . 4 
\ 
2 3 4 5 6 7 8 9 
Loca l Mach number 
(cl Stati on 21 . 75 . 
Figure 15 . - Continued. Variation of ratio of wall to local stream temperature 
with Mach number. Re .... Reynolds number f or sharp-tip conditions ; Reo, Reyn-
olds number for blunt - t ip conditions. 
J 
32 
QJ 
H 
:::1 
..., 
oj 
H 
QJ [§' 
QJ 
..., 
S 
oj 
QJ 
H 
..., 
CIl 
'"" oj u 
0 
'"" 0 
..., 
'"" 
'"" oj ;. 
'H 
0 
0 
.r< 
..., 
oj 
p:; 
•• ••• • ••• • •• .. • • • • • • • • • •• •• • • •• • • 
. • • • • • • • • • • • • • • • • • • • • •• • • .. ... • 
••• • • • 
· ... 
NACA RM E56G23 
0 Blunt-tip conditions 
0 Sharp-tip conditions 
Theoretical stability solution 
for two-dimensional disturb-
ances (ref. 10) 
• Theoretical stability solution for three - dimensional dis-
Transition turbances (ref. 10) 
2.0 
Re .. = 27 . 5Xl061 Tailed symbols indicate turbulent boundary layer 
d IOU L.ltll: ;t'm: o ( 
[ 
o ( OUo POD, 
1.6 
1 . 2 
~# ~d 
~ruOC 
DOC ~ L.----- -............ In Increasing time 
Ie' , V ~~ '~ ·U[ DOC I~ 
V~ ~ Transi tion ~b ~ / Reo = 11.1xl06 b J C 0 .~nl ,0 0 -
Q1 ~ POe: I~ pOOC 'uuu ,... .... 1\ Re .. = 38.5 xl06 ...J 
. 8 / 0, ~ ~ \ I ~~ I"\, Increasing time \ 
.4 
PO.~ ~\ \ ~o; 
"~ \ 
Reo = 3 . 25 Xl06 -, \ I I I I 
8 9 o 1 2 6 7 3 4 5 
Local Mach numbe r' 
(d) Station 29 . 50 . 
Figure 15 . - Concluded Variation of ratio of wall to local stream temperature 
with Mach number . Re .. , Reynolds number for sharp- tip conditions; Reo' Reyn-
olds number for blunt-tip conditions . 
z ,. 
() ,. 
t""' 
., 
~ 
~ 
'" '< 
.., 
(J) ;;; 
H ~ 
< :J 
" 
+' 
til 
H 
(J) 
~ (J) 
+' 
~ 
(J) 
H 
+' 
(J) 
r1 
til 
C) 
0 
r1 
0 
+' 
r1 
r1 
t1l 
~ 
G-i 
0 
0 
.,-l 
+' 
til p:; 
L_~_. __ _ 
.... , 
o Ref. 11; local Mach number, 3.00 } 
o Ref. 3 Cone 
o • Present data, blunt tip Cyllnder 
A Present data, sharp tiP } . 
4 <> Pre s ent dat a, sharp tiP } dP ~ Present data, blunt tip Cone 
Arrmv connecting data points indicates 
different tip conditions for same 
da t a point 
3~~~--+---4---~--~---+---+---.---.--~,---,---,---.---,---,----,--~ 
Local Mach number 
~--.u:.--+----+----+---_13 .00 3 . 40 
2 3.00 3·Y 
o 2.71 0 DD~-r·80 1070 0 q45D I 3r:i56 
4---1- 2 .15- ~. 71 2.52,_ 2,.71 2
1
.73 2. 71-+-- 3.61---+ 3.56 ---+-1 ---1 
2.68 
2.71 -
1 
I 
o 4 8 12 16 20 24 28 32 X106 
Transit ion Reynolds number 
Figure 16. - Comparison of present data with previously obtained transition 
data for sharp-tipped cones. 
~ (") 
::t> 
~ 
t::t;I 
(Jl 
m 
Q 
C\J 
()l 
I 
••••• 
• • 
••• 
••••• 
• 
• • 
• 
• 
• 
• 
• 
• 
• 
• 
• 
••••• 
••••• 
• •• 
• • 
••••• 
• • 
••• 
()l 
()l 
•• ••• • ••• ••• •• • 
•• •• •• • ••• 
•• ••• ••• • • • • 
•• •• 
•• ••• • 
• • 
• 
• • ••• •• 
• •• ••• 
• •• • • 
• • • 
• • 
J 
•• 
• • 
• • 
• • 
• • 
." 
... 
" 
•• 
• • 
• • 
• • 
• • 
L 
• 
•• ••• • • 
• •• ••• 
• ••• • • 
.. .. . . 
•• ••• • •••• 
.. 
• •• 
• • • 
•• • 
••• • 
• • •• 
. .. ,. .. 
• •• 
• ••• 
••• 
.. . .. 
• ••• •• 
•• •• 
••• •• 
•• •• . ... , .
